
Preparation for Initial test Run 
 
Assumes the heater is fully & correctly 
installed as per instruction manual and as 
indicated in fig 14 below. 
Please note: Item 7 the damper is 
neither supplied nor installed & the fuel 
pump extension cable is only used if 
required. 

 
Final steps – Testing the Heater 
Setup 

1. Ensure the dedicated diesel tank is 
full or if using an existing vehicle 
fitted tank ensure it has adequate 
fuel. 

2. Remove the final rubber connector 
from the fuel input to the heater. 
(No3 top of picture in Fig 14) and 
place it in such a position that it will 
discharge fuel into a small 
container. 

3. Select heater or air conditioner 
 
The heater has two operating modes: 
Select Heater or Air Conditioner 

a. Fan, displays 35C (also known as 
Air condition mode) . 

b. Heater displays temperature P 01 to 
P 07 (heater range P01 minimum to 
P07 maximum). Note: your last 
change becomes the default 

 
Switching Modes 

4. Press On/Off (wakeup) 
5. Out of Box, 35C is displayed (Fan 

or Air Condition mode) 
6. Within 5s Press On/Off again 
7. Press ^ & v at same time 
8. “P 07” (heater mode) displays 

temperature setting range of P 01 to 
P 07 (min to max) 

Note: your last change becomes the 
default. If the display indicates a P01 to 
P07 the unit is set to heater mode. 
 

Pump Fuel through the fuel Line 
To START fuel pump  
Note # means a number between 0 & 7. 

4. Press “P” to wake up display 
5. Press "P",  “P 0# “displayed for 5s , 

before then 
6. Press "P" for more than 3s to enter 

maintenance interface 
7. "PO #" plus red maintenance / 

confirm led displayed 
8. Press "On/Off" for more than 3s 
9. “FUEL” displayed & you can hear 

the pump running 

STOP the pump 
10. Press “On/Off”, Pump Stops 
11. Press “P” for more than 3s to return 

to Standby mode. 
12. Check for fuel in the fuel filter & 

some fuel has been pumped into the 
small container at the end of the fuel 
line. 

If no fuel is evident you need to check your 
work then repeat the fuel pump process. 

13. Reconnect the rubber connector you 
disconnected in setup step 2. 

The Heater is now ready for a test run 

Test run the heater 
Heater Startup 

1. Press “On/Off” - “P 07” is displayed 
2. Press “On/Off” - “P 07” & “Flame” 

icon is displayed 
The heater will now begin the startup 
process. You should hear the fan running 
and changing speed. The startup takes 
some minutes.  
Note: Until the heater has been running 
for about 3-4 minutes do not press any 
buttons on the display panel as this will 
generate error codes. 
 

To end heater test run 
To turn the heater Off 

1. Press “On/Off” 
The “Flame” icon goes out shortly followed 
by the Temperature display 
Note: the fan will continue to run until 
the heater has cooled and has no 
display. 
 
This concludes the initial heater test. 



 
 

 
 

  


