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* Powerful flush. Improved pressurized T-type 3 way flush flow creates  

high-speed, full bowl rinsing. 

 

* Two flush types available 

1) Push button flush 

Connect the water inlet of the toilet to water supply system. Flush the toilet by 

pressing the orange flush button. 

2) Manual piston pump flush 

Each our cassette toilet has a built-in flush tank. Through the water fill cap, you 

can add clean water into the flush tank. Then flush the toilet by pressing the piston 

pump up and down after use. 

 

* Space-saving bowl rotates 180° on the base. Seat can be adjusted by up to 

90° in both directions – fits into any confined space. 

 

* Scratch-resistant ceramic-like inlay. High gloss finish, easy to clean. 

 

* Removable wheeled waste water tank with level indicator, vent plunger and 

emptying spout. 

 

 



1.  PARTS AND FUNCTIONS 

A. Removable seat and cover. 

B. Flush valve. 

C. Flush piston pump: the toilet flushes when the piston pump is moved up and 

down (water from the self-contained flush tank)  

D. Manual flush button when the toilet is connected to water supply system. 

E. Swivelling toilet bowl. 

F. Toilet base 

G. Removable wheeled waste water tank. 

H. Water fill cap 

I. Water inlet. 

J. Rotating emptying spout: ensures that the waste tank can be easily and 

hygienically emptied. 

K. Cap of emptying spout. 

L. Vent plunger: for emptying the waste tank without splashing. 

M. Level indicator: when it turns red, the waste tank requires emptying. 

N. Foldable metal handle. 

O. Wheels. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  



2.  INTRODUCTION 

The toilet is made up of two parts: a permanently fixed toilet and a waste tank that 

is accessible from the outside. The removable waste tank is located under the 

toilet and can be pulled out for emptying and cleaning. 

 

3.  PREPARING FOR USE 

1. Remove the waste tank from the toilet 

2. Place the tank upright and turn the emptying spout upwards. 

3. Remove the cap of the emptying spout and pour the stated quantity of toilet 

fluid into the waste tank. This quickly breaks down waste, avoids unpleasant 

smells in the waste tank and keeps the inside of the waste tank clean.  

4. Slide the waste tank back into its original position 

Note! Never rotate the toilet bowl when the waste tank is taken out. 

5. Open the water fill cap and fill the flush tank with clean water or connect the 

water inlet at the rear of the toilet to water supply system. 

 

4.  USE 

6. Turn the toilet bowl to the desired position. 

7. Run some water into the bowl by moving the piston pump up and down once or 

by pressing the orange flush button once. The toilet may be used with flush valve 

open or closed. To open the valve, pull the valve handle under the toilet bowl 

towards you. The toilet is now ready for use. 

8. After use, open the flush valve (if it is still closed) and flush the toilet by moving 

the piston pump up and down or by pressing the orange flush button. Close the 

flush valve after flushing. 

 

5.  EMPTYING 

The waste tank must be emptied, at the latest, when the indicator turns red. It is 

advisable to empty the waste tank earlier.  

Note! Do not allow the waste tank to become too full. 

 

9. Make sure that the flush valve is closed. Pull the waste tank out from the toilet. 

10. Carry the tank by the handles to a normal toilet or to a legal waste disposal 

site. Place the waste tank upright on the ground and turn the emptying spout 

upwards. 

11. Remove the emptying spout cap. Hold the waste tank by the upper handle 

nearest to the emptying spout. Hold the toilet rear with your other hand so that you 



can operate the vent plunger with your thumb. Keep the vent plunger pressed in 

to ensure the tank is emptied without splashing. 

Note! The vent plunger should only be pressed once the emptying spout is 

pointing downwards! 

After emptying, flush the tank and clean the flush valve thoroughly with water. 

Slide the waste tank back into the toilet. 

 

 

 

6.  CLEANING AND MAINTENANCE 

The waste tank seal must be cleaned regularly. When the toilet is being used 

frequently, monthly cleaning is generally sufficient. We advise cleaning the seals 

and flush valve with a mild,non-abrasive bathroom cleaner. 

 

If the toilet will not be used for a long period, it is advisable to clean the seals and 

coat them lightly with lubricant. This will ensure that they remain in good condition. 

 

Lubricate the seal periodically with silicone spray or paste lubricant. 

 

7. WINTER USE AND STORAGE 

You can continue to use the cassette toilet in cold weather, as long as the toilet is 

situated in a heated location. If not, there is a risk of freezing. In this case we 

advise that the toilet is drained by the following procedures. 

 

1. Empty the flush water tank by moving the flush piston pump up and down or by 

pressing the flush button. Flush the tank until it is empty and no more water is 

being pumped out.  

2. Empty the waste tank.To allow the tank to dry, do not place the cap back on the 

emptying spout of the waste tank.  

 


